270 THREE BOLT FIXING
XENON DOUBLE FLASH
BEACON

Amber. Polycarbonate Lens. Flash Rate:
125 double flashes per minute. Operating
Temperature -30° to 50°.

270.00.DV
10V - 30V DC

Spare Parts

10493.00 Polycarbonate Lens.
18541.00 Internal Fresnel Lens.
13001.00 Xenon Module.
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MOUNTING BOLT ARRANGEMENT
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3 x 7mm HOLES

REQUIRED FOR M6 BOLTS
10mm CABLE
EXIT HOLE

08 Beacons and Lightbars

280 THREE BOLT FIXING
XENON BEACON

Amber. Polycarbonate Lens. Flash Rate: 70
flashes per minute. Operating Temperature
-30° to 50°.

280.00.DV

10V-30V DC

Spare Parts

10423.00 Polycarbonate Lens.
10085 Internal Fresnel Lens.
13002.00 Xenon Module.

290 THREE BOLT FIXING
XENON BEACON

Amber. Flash Rate: 70 flashes per minute.
Operating Temperature -30° to 50°.

290.00 DV
10V-30V DC

Spare Parts

10438.10 Lens.

10085 Internal Fresnel Lens.
13002.00 Xenon Module.

MOUNTING BOLT ARRANGEMENT

3 x 7mm HOLES

REQUIRED FOR M6 BOLTS
10mm CABLE
EXIT HOLE

MOUNTING BOLT ARRANGEMENT
3 x 7mm HOLES
REQUIRED FOR M6 BOLTS

10mm CABLE
EXIT HOLE
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